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CT3 Video

Double @ Axis IVlachining
_ Vastly Reduced Cycle Times
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Increase Your Productivity
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Independept DNt/ back Y axis




% CT3-65Y2M

"For customers needing the most
Separate complex component machining CC

Y Axes Machinery offers the new CT3 Mill
Turn center, the amazing machine."




2 Servo lurrets

The CT series all use a single piece casting for
the base to enhance rigidity and precision as
well as ensuring an excellent surface finish. I'nis
casting Is stress relived to ensure long term,
deformation free performance. Ihe casting Is
also heavily ribbed to minimize vibration anao
iINncrease structural strengtn.




AXxes

Roller Type Linear Guideways
Smooth Performance

Excellent Repeatable Aci
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For complex component manufacturers, the CT3 delivers
doubleY axis machining, SO you can have complexyY axis
cutting for both front and back machining without the
need to share a turret. [ his dramatically decreases your
cutting cycle time, increasing your production efficiency.

cutting@any
angle
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ct3 Diagram

Viachine Dimensions
CT3-52Y2M
4327
4185 <
360,465 3|
0! Interference Diagram
505 505

230

310

230

ETJEATIE
230

45|45

337.9

N JEATRE

230

230

230




.
ot
S
B 1 3= L
N % - . e
N T r e, Parr S
J al. e P LY B L E
F % 5 . 4 F % [ W
L . . S " - e T
‘QE_'- |..r.:|.. h"..u"k.} i __._n'\- Bl \& _._;;.!5:-_:}
i l{'ﬁ A T -i*.".:k = il
f A R U ITF |
::f_-_':' ;-'.:'I_ i{_ {"::'.'-1 . :.-:;_;\- 3:31_-:. ;.iﬁ

CT3-52Y2M 228
87 4
e )T 5r-[

A
RZ FE
A
& o
o 183 ﬁ
3 S
S O
397 X > ;_.
Y
270

47.5

40.5

87 |45

905

o

905

CT3-76Y2M

45_|LZ-=252 RZ+=250 4

RZ JR%5

RZ IRz

905

905

>

_ —
: o a8
397 X 3
397 B=655
3 RZ B35
o 1725
!
RZ-=252 | 45 428
“\_RZ+=130
j 1045

12



21

cT Specifications

Controller Mitsubishi Mitsubishi / Fanuc Mitsubishi
Max. Manu. Dia. (V360
Standard Manu. Dia. D210
Capacity Swing over Bed Dia. (7830
Distance Between Two Center 920 mm 1045 mm
Max. Manu. Length 400 mm 440 mm 310 mm
Bar Capacity (D51
X1, X2, X3 Axis Travel 2275/232mm | 2275/230 mm | 227.5/2275mm | 2275/2275/230 mm
/1,72, 73 Axis Travel 440 [ 440 mm 310 /250 mm 310/250 /440 mm
Axis Y1, Y2 Axis Travel - + 50 mm + 50/ + 50 mm
e B Axis Iravel 600 mMm /75 mm
SpPecifications v 7 Axis Rapid Travel Speed 16 /6 / 40 m/min
B Axis Rapid Travel Speed 40 m/min
Min. Input Unit 0.001T mm
Spindle Max. rpm 6000 rpm
Spindle Motor M: 75 /11 kw, F:11 /15 kw
Center Height 1188 mm
Spindle Nose A2-5
Spindle Bore (V60.5
Spindle Bearing Dia. D90
Spindle Bar Capacity (D51
Chuck Size 6" (Option 8")
Spindle Max. rpm 6000 rpm
Spindle Motor M: 75 /11 kw F: 11 /15 kw
. - Spindle Nose A2-5
Sub Spindle .
Spindle Bore (060.5
Spindle Bar Capacity D51
Chuck Size 6" (Option 87)
Min. Moving Unit 0.001°
L.R.C ——
C Axis Rapid Travel Speed 600 min
Turret Station 16-station
Square Tool 2o
Round Tool (D25
Live Tool Rotating Mode - Single Tool Transmission
Live Tool rpm - 60~6000 min™
Turret Live Tool Motor - M: 3.7 /55 kw, F: 4.5 kw 37 /5.5 kw
No. of Live Tool - 16 x 2 16 X 3
Collet Size ERW32
Tool Holder & Tool Size - BMT65
Machine Size (LxWxH) (Includes Chip Conveyor) 4216 x 2342 x 2144 4185 x 2085 x 2154 | 4327 x 2335 x 2164
Machine N.W.(includes chip conveyor) 10200 kg 11100 kg
M: 77KVA M: 8OKVA
Power O3KVA - 98KVA —. 9OKVA I3KVA
Power Hydraulic motor OHP / 3.7kw
Coolant Motor THP / 0.75kw
. Hydraulic Tank 48 L
Tank capacltv Coolant Tank 360 L 305 L

M: Mitsubishi Controller F: Fanuc Controller Design and specs subject to change without notice.




cro.76ym | CT2-76Y2M
CT3-76Y2M
Controller Mitsubishi / Fanuc
Max. Manu. Dia. (V360
Standard Manu. Dia. 0210
Swing over Bed Dia. (V830
Distance Between Two Center 920 mm 1045 mm
Max. Manu. Length 415 mm 285 mm
Bar Capacity D 76mm
X1, X2, X3 Axis Travel 2275 / 230 mm C%T22227257/§£27257/§£”n1m
. CT2:252/250 mm
/1, /2, /3 AXis Travel 382 /382 mm CT3:959/9é0/382 -
Y1, Y2 Axis Travel + 50 mm + 50 /£ 50 mm
B Axis Travel 530 mm 655 mm
X, Y, Z Axis Rapid Travel Speed 16 /6 /40 m/min
B Axis Rapid Travel Speed 40 m/min
Min. Input Unit 0.001 mm
Spindle Max. rpm 4000 rpm
Spindle Motor M: 15/ 22 kw, F: 18/ 22 kw
Center Height 1188 mm
Spindle Nose A2-6
Spindle Bore K88 mm (Op::486 mm)
Spindle Bearing Dia. D120 mm
Max. Bar Feeding Dia. D76 mm
Chuck Size 8"(Op: 107)
Spindle Max. rpm 4000 rpm
Spindle Motor M: 7.5/ 11 kw, F: 18 /22 kw
Spindle Nose A2-6
Spindle Bore (V88
Max. Bar Feeding Dia. (D65 (option J70)
Chuck Size 8"(Option 107)
Min. Moving Unit 0.001°
C Axis Rapid Travel Speed 600 min™
Turret Station 16-station
Square Tool 25
Round Tool (D25
Rotating Mode Single Tool Transmission
Live Tool rpm 60~6000 min™
Live Tool Motor M: 3.7 /5.5 kw, F: 4.5 kw
No. of Live Tool 16 %2 CT2:16x2, CT3:16 x 3
Collet Size ERO32
Tool Holder & Tool Size BMT65
Size (LxWxH) (Includes Chip Conveyor) | 4216 x 2342 x 2144 4327 x 2335 x 2164
N.W. (Includes Chip Conveyor) 10300 kgs 11200 kgs
G e M: 88KVA CT2(M:92, :_:1 0B6)KVA
F:102KVA CT3(M:107,F:120)KVA
Hydraulic Motor 5HP /3.7 kw
Coolant Pump 1HP / 0.75kw

Hydraulic Tank

48 L

Coolant Tank

M: Mitsubishi Controller F: Fanuc Controller Design and specs subject to change without noftice.

CT2: 360L , CT3: 305 L

Standard Accessories

Options

More Detall
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